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HAPTICORE 34-P001

Customer interfaces to the cover
(cover mounting pins and snap connectors
arranged in the circumferential direction;

material = plastic)

Push functions

Outer shell

MRM chamber (watertight) (rotor; material = plastic)

Mounting stop

Flat point for rotational
alignment

Shaft

(stator; material = steel)

Sensor electronics

Electrical interface connector integrated in the shaft

||

All product and performance apply to all HAPTICORE 34-P001 products. The product variations HAPTICORE
34-P001X1, HAPTICORE 34-P001X2 and HAPTICORE 34-P001X3 only vary in their recess level (overall unit
dimensions are identical). See “Product variations” for more information.

Diameter 55 mm
Height 75 mm
Weight 250¢g
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Material

Exterior MRM chamber Metal
Shaft Metal
Socket & Nut Plastic
Push mechanism Plastic

Corrosion resistance

Surfaces are corrosion protected

Magnetorheological material (MRM)

Mechanical specification

Magnetorheological fluid (MRF) Premium

Mounting points

Single mounting point

Mounting diameter @ customer interface

@ 45.4 incl. flat points

Thread type

M45x1,5

Fastener to customer interface

nut with wrench size 55 (max. tightening torque 5 Nm)

Push function

Yes

Push actuating force

7+35Nor14+3N

Push travel

~0,7 20,2 mm

Cover mounting mechanism

Plugged with snap connectors arranged in
circumferential direction and the three mounting pins

Recommended cover diameter

44 to 57 mm
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Cover mounting mechanism

See our drawing below “Cover Interface HAPTICORE 34-P001” for the recommended contours of the snap
connectors and the holes for the three mounting pins. Please also note the maximum permissible weight of
the cover for the push reset.
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Gewicht "Schwerer Push® F=14N / Weight *Heavy Push’ F=14N
[Einbaulage stehend / mounting position upright):

- max. Z240g (allgemein / in general)

- max. 180g (Vibrationstest bei / Random Vibration Test af: Sm/s2)
- max. 50g {Vibrationstest bei / Random Vibration Test at: 15m/s?)
- max. Z24g (Vibrationstest bei / Random Vibration Test at: 25m/s2)

Gewicht ‘Leichter Push® F=7N / Weight ‘Light Push® F=7N
(Einbaulage stehend / mounting position upright):
- max. 120g (allgemein / in general)

Aulienkonturen und Material nach wWahl des Herstellers
solange die Gewichtsspezifikation eingehalten wird /
Outer contours and material is manufacturer's choice
os long as the weight specification is met

Innenkonturen: nicht bemalite Geometrien t. 30 Datensatz /
Imner contours: not dimensioned geometfries according to 30 data set
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Electronic specification

Y HAPTICORE

Sensor resolution

0.1°

Senor placement

Integrated in the shaft

PCBA

Only sensor

Electronical interface - connector

6 Pin Header 2.54mm

Electronical interface - sensor

12C (400kHz) internal pull-up resistor 3.3kOhm on
SCL/SDA

Rated insulation voltage coil

28V

Supply voltage sensor

3.3V (+2.8Vt03.5V)

Minimum coil driver supply voltage

12 V for barrier / 5 V for ticks

Maximum coil supply current

1 A for 10min

ESD protection

IEC61000-4-2 Level 4

Contact Discharge +8kV

Air Discharge +15kV

Note: ESD pulses are internally routed to the GND pin

Pin Signal
SDA
SCL
GND

+3V3

Coil-

Coil+

|||l WIN|EF
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Operating ratings
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Abbreviation Parameter Min Typ Max Unit
V. Supply Voltage Logic 2.8 3.3 3.5 \Y
I Supply Current Logic - 3 20 mA
ViL Input Voltage Logic (low, SDA/SCL) - - V;x0.3 v
Vi Input Voltage Logic (high, SDA/SCL) V.x0.7 - - \%

Vorllo,=3mA Output Voltage (low, SDA/SCL) - - 0.4 \Y
P Power Coil - - 4.1 w
Rc Resistance Coil 3.71 3.9 4.1 Q
I¢ Current Coil - - 10 A
Ve Voltage Coil - - 282 %
0 max. 10min constant current at +85°C operating temperature
@ rated insulation voltage

Absolute maximum ratings

Abbreviation Parameter Min Typ Max Unit
v, Supply Voltage Logic -0.3 - 3.5 \Y
v, ISnDp:/tS\(/i;tage Logic (low/high, o1 ] 35 v

Performance

Lifetime rotations 1.000.000

Lifetime push actuations 2.000.000

Operating temperature range 0°Cto+55°C

Storage & Transport temperature range -40°Cto+70°C

Max. barrier torque

>0.9 Nm at 1 A coil current

Mean base torque <50 mNm
Compliance
ROHS & REACH Yes
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Product variations
All product and performance apply to all HAPTICORE 34-P001 products. The product variations HAPTICORE

34-P001X1, HAPTICORE 34-P001X2 and HAPTICORE 34-P001X3 only vary in their recess level (overall unit

dimensions are identical.

12,1 mm

24,6 mm
37,1 mm

frzw] |

HAPTICORE 34-P001X2 HAPTICORE 34-P001X3

HAPTICORE 34-P001X1

Dimensions
HAPTICORE 34-P001X1
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HAPTICORE 34-P001X2
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Assembly instructions

8541017 AL
MNut 1 imit / owith SWS5)
Anzugsmoment / fightening taroue: 2 - SMNm

Schnittstelle flr Cover / Infterfoce for Cover
It. Zeichnung / occording to 96787.019603

Position of the connector

A7 «02

P HTSwW-102-08-L-D-MNA

\\_ ___
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Panel Cutout
Recommended panel thickness 4 £2 mm
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System integration options

Cption 1

HAPTICCRE to customer system

Y HAPTICORE

Option 2;

HAPTICCRE to control unit module

Customer system

MCU

Customer system

Control unit module
UART !
Power

MCU

Coil Driver

Coil Driver |

I:C

HAPTICORE

Sensor

Sensor

HAPTICORE

All specifications and dimensions are subject to change
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Contact XeelTech

Do you have questions regarding the HAPTICORE technology,
need support during the installation, or are interested in our

serial products?

Contact our support team. We are at your disposal at any time.

XeelTech GmbH

Montafonerstralle 68 mail@xeeltech.com
A-6771 St. Anton im Montafon +43 5552 93081-0
Austria www.xeeltech.com
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