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Y HAPTICORE

HAPTICORE One

Stator

Sensor electronics

Electrical interface

connector
Rotor
Diameter 21.6 mm
Width 17 mm
Weight 12¢g
Material
Stator Plastic
Rotor Plastic
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Mechanical specification

Mounting points Dual mounting points

Mounting mechanism Clicked into mounting bracket

Cover mounting mechanism Interface for the mouse wheel is integrated
Recommended cover diameter 24 to 30 mm

Electronic specification

Sensor resolution 0.1°

Senor placement Integrated in the product on-axis

PCBA Only sensor

Electronical interface - connector FFC/FPC 6POS 0.5mm PITCH 180° SMT TYPE, ZIF
Electronical interface - sensor I2C (400kHz) internal pull-up resistor 3.3kQ on SCL/SDA

IEC61000-4-2 Level 4
ESD protection Contact Discharge £8kV
Air Discharge +15kV

Pin Signal
SDA
SCL

+3V3

GND
Coil_A
Coil_B

|||l WIN|F

Note regarding customer hardware design  To ensure electrical safety, the ground of the coil driver (H-
bridge or similar) and the hall sensor must be connected to
the same potential (common ground).
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Operating ratings

Y HAPTICORE

Abbreviation Parameter Min Typ Max Unit
v, Supply Voltage Logic 2.8 3.3 3.5 \Y

I Supply Current Logic - 1 20 mA
VL Input Voltage Logic (low, SDA/SCL) - - V.x0.3 \Y
Vig Input Voltage Logic (high, SDA/SCL) V. x0.7 - - \Y
Vorllo,=3mA Output Voltage (low, SDA/SCL) - - 0.4 \Y
P Power Coil - - 1.2 W
Rc Resistance Coil 8.5W 9754  11@¥ Q

Ie Current Coil - - 340 mA
Ve Voltage Coil 3.502) - 150 %

) for a maximum of 120 sec. by starting from a thermal equilibrium with the environment

) Min. voltage to drive max. coil current
) Rated insulation voltage
(4 Resistance to batch mean value =+ 0.4 Q

Absolute maximum ratings

Abbreviation Parameter Min Typ Max Unit
13 Supply Voltage Logic -0.3 - 3.5 \Y
V; Input Voltage Logic (low/high, SDA/SCL) -0.1 - 3.5 Vv

Pullup Resistor 12C Rpy

Abbreviation Resistance Tolerance Rated Power
Rru 3.3kQ 1% 1/16 W
Performance

Lifetime rotations

> 500k cycles (1 cycle =1 turn cw + 1 turn ccw)

Operating temperature and humidity range

0°Cto +40 °Cand 15%RH to 90%RH

Operating temperature range

-10°Cto+40°C

Storage & Transport temperature range

-20°Cto+65°C

Storage & Transport temperature shock

-30°Cto+65°C

Max. barrier torque

> 20 mNm at 340 mA coil current

Max. freewheel torque

Type Core 01-X006: < 0.7 mNm

Type Core 01-X007: freewheel with min. 8 rotations
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Compliance

ROHS & REACH Yes

Dimensions in mm
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Mounting bracket (design recommendation) in mm
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Bracket design recommendation for HAPTICORE One for optimal haptic feedback and low base torque. For
all details see 3D CAD file.
Material proposal = POM.
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Interface for the wheel (design recommendation) in mm
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Please ensure that the ring is pressed on in the correct direction as shown in the illustration below:
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Pressing direction
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Cable type recommendation

Part type: Flexcable, 6 contacts, 0.5 mm pitch, min. 4 mm stiffener, 30 mm length up to a length about
152 mm
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RECOMMENDED FFC/FPC DIMENSION
A=25mm

Part number as example for the 30 mm variant with 8 mm stiffener: 0151660052

System integration options

Option 1: Option 2:
HAPTICORE to customer system HAPTICORE to control unit module

Customer system Control unit module

Customer system ART

MCU

MCU

Coil Driver

Coil Driver |

HAPTICORE HAPTICORE

Legend
|:| Provided by customer

. Provided by XeelTech

Sensor Sensor

n Can be provided by

XeelTech or customer

All specifications and dimensions are subject to change
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https://www.molex.com/molex/products/part-detail/cable/0151660052
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Contact XeelTech

Do you have questions regarding the HAPTICORE technology,
need support during the installation, or are interested in our
serial products?

Contact our support team. We are at your disposal at any time.

Salzburger Stralle 52 support@xeeltech.com
4800 Attnang-Puchheim +43 5552 93081-0
Austria www.xeeltech.com
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